
SIEWO Industrie IT GmbH

Hellenstraße 27
41812 Erkelenz
Telefon: +49(0)2164 950253
Fax: +49(0)2164 950163
info@siewo.de

Montageanleitung für Luftleitsystem
Serie 3000
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1. On	the	mounted	switch,	replace all		
4	bolts.	Make	sure,	that	mounting	
bolts	are	at	least	25mm	long.

2. Mount	the	front	of	air	channel	on	
the	bolts,	and	

3. Fix	the	switch	and	channel	together,	
using	the	bracket	and	M6x60	bolt.
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4.	Mount	the	front	bracket	to	air	channel	
with	M5	self	tapping	bolts	and	the	
blinding	plate.
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5.	Join	the	air	duct	parts	and	fix	the	front	
bracket	to	19’’	frame.

6.	Tighten	the	screw	of	the	holding	
bracket.
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7.	When	switch	has	air	intake	from	
both	sides	– install	another	air	duct.

Installation	procedure	is	identical	as	
for	the	first	duct.
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8.	When	switch	is	shorter	(200-300mm)	
additional	closing	insert	(or	two)	can	
be	installed.

And	additional	holding	bracket	
installed.
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9.	Grounding	cable	can	be	connected	
to	dedicated	spots.
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